
Processamento de ponta & Manufatura Inteligente



Nova interface Web permite acesso à visualização de logs pelo 
navegador, assim como transmissão de dados criptografados.

O novo processador quad-core garante uma operação fluída, mesmo 
com o Codesys rodando ao mesmo tempo.

A tecnologia proprietária permite a operação independente dos 
núcleos do processador na comunicação da IHM com um CLP 
externo, e na operação do CLP CODESYS interno com os I/O remotos.

IHM
Todas as funções das IHMs predecessoras.
Suporte à mais de 300 protocolos de CLP / Excelente capaci-
dade computacional e de comunicação.
O EasyAccess 2.0 oferece a capacidade gerenciamento remoto 
da IHM e pass-trough.
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Remote I/O

PLC

Processamento IIoT de ponta
Series

CODESYS
O CODESYS roda em um núcleo independente (opcional).
Suporte à CANopen e Modbus TCP/IP.
Permite aplicações com módulos I/O remotos.
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Funcionalidades
Cliente / Servidor OPC UA, certificado pela OPC foundation. O Modbus TCP/IP facilita a 
integração com dispositivos em campo.
O procotolo MQTT permite a implementação padrão com os serviços de nuvem IoT como 
Google Cloud, Microsoft Azure e AWS IoT.
Suporte a sistemas de bancos de dados MySQL e MS SQL, tornando possível a 
integração de aplicações com o ERP.

cMT3152X / cMT3161X / cMT3162X suporta configuração de gestos
de toque com sua tela capacitiva IPS multi-touch.

cMT3162X suporta feedback de vibração para alertas de eventos
e operações de toque.

  

  

IIoT PlatformUm grande avanço sobre as IHMs tradicionais que integra a 
automação de fábrica ao IIoT.



Funcionalidades
A série cMT G é dedicada para comunicação e processamento de dados, podendo comunicar com mais de 300  

protocolos de controladores e transmitir dados para plataformas IIoT através dos protocolos mais populares: OPC 
UA, MQTT e Modbus TCP/IP.

Interface Web incorporada permite o uso de navegadores para configurações de sistema, parametrização de 
comunicação com o CLP, visualização de logs e eventos.

3 Principais Protocolos 
Industriais de Comunicação

MODBUS (TCP/IP) é um protocolo 
simples e comum em aplicações 
industriais.

MQTT, um protocolo padrão na 
IoT, possui transporte de 
mensagens leves e o mecanismo 
de publish/subscribe.

O OPC-UA incorporado é oficialmente 
certificado pela OPC Foundation. É um 
protocolo de comunicação industrial 
seguro, de código aberto e dependente 
da plataforma.

Um gateway IIoT para
cada necessidade.
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DF1
S7-1200 MPI

MC Protocol
IEC 104

Excepcional capacidade de processamento e comunicação facilita 
a integração de diferentes marcas de CLP com protocolos 
padrões OPC UA / MQTT / Modbus TCP/IP.

*The OPC Foundation compliance logos 
are the property of OPC Foundation and 
are used under license.

Gateway IIoT



iR Série
Acopladores de comunicação: Modbus TCP/IP, CANopen, e 
EtherCAT.
iR-PU01-P Módulo de controle de movimento.
iR Módulos IO Digital / Analógico.
iR-AI04-TR Módulo de Temperatura.

cMT-CTRL01
Um controlador programável IIoT que integra 
Codesys e Gateway.

Duas portas Ethernet e seriais RS-232/485 com suporte à comunicação com diversas marcas de controladores.
Em acordo com o padrão IEC 61131-3, o CODESYS suporta múltiplas linguagens como FBD/LD/IL/ST/SFC/CFC.
Com o Gateway Modbus TCP/IP incorporado, o cMT-CTRL01 pode comunicar com 300 protocolos de outras marcas de CLP.
OPC UA e MQTT, permitem o envio de dados de dispositivos de campo para datacenters IIoT.
Permite a sincronia de dados e logs de eventos com bancos de dados SQL.

Interface HDMI incorporada e resolução ajustável até 1920x1080
Compatível com o cMT-iM21 e outros monitores touch screen.
Ampla faixa de alimentação de 10.5 ~ 28 VDC
Suporta o Protocolo IIoT: MQTT.

Funcionalidades

A cMT-FHD incorpora todas as ricas funcionalidades das IHMs da série cMT sem 
uma tela e touch screen próprios. Esse modelo com interface HDMI pode 
trabalhar com telas de qualquer tamanho, sem as limitações das IHMs do 
mercado. Também permite o controle touch screen por uma conexão USB.

cMT-FHDX-220

Monitor Industrial 21,5” cMT-iM21

*The terms HDMI, HDMI High-Definition Multimedia Interface, and the HDMI Logo are 
trademarks or registered trademarks of HDMI Licensing Administrator, Inc.
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* CODESYS® is a trademark of 3S-Smart Software Solutions GmbH.

IIoT
SV ºC

ºCPV

Heater Portion Valve

IHM para uso com TV ou 
monitor touch screen. 4CLP cMT-CTRL+iR Série

Gateway IIoT / Controle de Movimento / I/O Remoto3



Modo Monitor

Permite o monitoramento de 

até 50 IHMs ao mesmo tempo. Monitor
Mode

Windows10
 I oT
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cMT-SVR
Os modelos cMT-iV e cMT-iPC podem acessar múltiplas IHMs simultane-
amente através do aplicativo cMT Viewer incorporado. 
Sua arquitetura “Uma máquina para múltiplas telas” permite acessar e 
operar remotamente as telas na cMT-SVR. 
Sendo um computador industrial o cMT-iPC também pode pode rodar 
qualquer aplicação Windows.

O cMT-SVR é um servidor para conexão com CLPs com funções super-
visórias para processar receitas, registros de dados e eventos e realizar 
operação aritméticas. Possui duas portas Ethernet e duas seriais. Suas 
telas são acessadas pelo cliente cMT Viewer.

cMT-iV & cMT-iPC

EasyLauncher / cMT Viewer
cMT Viewer APP
cMT Controle e Visualização – Modo Monitor
Gerenciador de aplicativos - EasyLauncherIHM Inteligente5



Alarm
Alarm
Alarm
Alarm

Pipe temp  

200˚C

« Factory »

1. Push Notification
Seja notificado no celular em 
qualquer lugar que esteja.

A IHM não serve apenas para operar, coletar e gerenciar dados de máquinas, mas 
também é uma peça fundamental na IIoT operando como gateway de comunicação. Os 

dados dos dispositivos conectados na IHM podem ser publicados em sistemas IIoT.

2. Pass-Through
Com o EasyAccess 2.0 é possível resolver problemas 
remotamente sem ajustar o firewall.
Permite a um PC o acesso remoto por VPN a até 6 IPs 
na rede da IHM para programação de CLPs, Inversores, 
etc.

3. Monitoramento Remoto
Monitoramento remoto da máquina pelo VNC ou cMT 
Viewer. (disponível para PC/ iOS/ Android) 
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Subscriber
Publisher

Logs históricos
Transferência de coletas e 
alarmes para servidores.

SQL Query
Use a linguagem SQL para acessar 
bancos, calcular estatísticas, filtrar ou 
analisar dados, e ler e escrever 
registros.

Receitas 
compartilhadas
Acesso ou gerenciamento 
de receitas em servidores 
externos.

As IHMs podem acessar dados, registros e receitas diretamente de servidores de bancos de dados. As IHMs enviam comandos SQL 
para ler e escrever registros. Logs de registros e alarmes podem ser sincronizados automaticamente com os bancos externos.

Interação com bancos de dados

Subscriber
Publisher

* IBM, Bluemix and IBM Bluemix are trademarks of International Business Machines Corporation, registered in many jurisdictions worldwide.
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loud data centering 

MQTT via AWS IOT, IBM Cloud, 
Microsoft Azure, e Alibaba Cloud
Servidor e cliente MQTT incorporado que suportam a conexão direta 
com as plataformas de processamento em nuvem mais comuns do 
mercado, permitindo conexões com servidores MQTT (broker) confiáveis 
e com bom custo-benefício.

Integração com 
bancos de dados7 Centralização em Nuvem8
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Specification

*cMT2078X/ cMT3072X/ cMT3072XH/ cMT3092X/ cMT2108X: Only Tx & Rx (no RTS/CTS) may be used for COM1 RS-232 when COM3 RS-232 is also used.

Model cMT2078X cMT3072X cMT3072XH cMT3092X cMT2108X
Display Display 7” TFT 7” TFT 7” IPS 9.7” TFT 10.1” TFT

Resolution 800 x 480 800 x 480 1024 x 600 1024 x 768 1024 x 600

Brightness (cd/ ㎡ )  400  400  450  350  350

Contrast Ratio 800: 1 800: 1 800: 1 500:1 500:1

Backlight Type LED LED LED LED LED

Backlight Life Time >30,000 hrs. >30,000 hrs. >25,000 hrs. >30,000 hrs. >50,000 hrs.

Colors 16.7M 16.7M 16.7M 262K 16.7M

LCD Viewing Angle (T/B/L/R) 80/60/80/80 80/60/80/80 85/85/85/85 60/70/70/70 70/70/80/80

Pixel Pitch (mm) 0.1926(H) x 0.179(V) 0.1926(H) x 0.179(V) 0.1506(H) x 0.1432(V) 0.192(H) x 0.192(V) 0.2175 (H) x 0.2088 (V)

Touch Panel Type 4-wire Resistive Type 4-wire Resistive Type 4-wire Resistive Type 4-wire Resistive Type 4-wire Resistive Type

Accuracy Active Area Length(X)±2%, Width(Y)±2% Active Area Length(X)±2%, Width(Y)±2% Active Area Length(X)±2%, Width(Y)±2% Active Area Length(X)±2%, Width(Y)±2% Active Area Length(X)±2%, Width(Y)±2%

Memory Flash 4 GB 4 GB 4 GB 4 GB 4 GB

RAM 1 GB 1 GB 1 GB 1 GB 1 GB

Processor Quad-core 64-bit RISC 1.5GHz Quad-core 64-bit RISC 1.5GHz Quad-core 64-bit RISC 1.5GHz Quad-core 32-bit RISC 1.6GHz Quad-core 32-bit RISC 1.6GHz

I/O Port USB Host USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1

Ethernet LAN 1: 10/100 Base-T x 1 
LAN 2: 10/100 Base-T x 1

LAN 1: 10/100 Base-T x 1 
LAN 2: 10/100 Base-T x 1

LAN 1: 10/100 Base-T x 1 
LAN 2: 10/100 Base-T x 1

LAN 1: 10/100/1000 Base-T x 1 
LAN 2: 10/100 Base-T x 1

LAN 1: 10/100/1000 Base-T x 1 
LAN 2: 10/100 Base-T x 1

COM Port

Con.A: COM2 RS-485 2W/4W, 
COM3 RS-485 2W 
Con.B: COM1 RS-232 4W, 
COM3 RS-232 2W* 
MPI is not supported.

Con.A: COM2 RS-485 2W/4W, 
COM3 RS-485 2W, CAN Bus 
Con.B: COM1 RS-232 4W, 
COM3 RS-232 2W* 
MPI is not supported.

Con.A: COM2 RS-485 2W/4W, 
COM3 RS-485 2W, CAN Bus 
Con.B: COM1 RS-232 4W, 
COM3 RS-232 2W*

Con.A: COM2 RS-485 2W/4W, 
COM3 RS-485 2W, CAN Bus 
Con.B: COM1 RS-232 4W, 
COM3 RS-232 2W*

Con.A: COM2 RS-485 2W/4W, 
COM3 RS-485 2W 
Con.B: COM1 RS-232 4W, 
COM3 RS-232 2W* 
MPI is not supported.

CAN Bus N/A Yes Yes Yes N/A

Audio Output N/A N/A N/A Built-in Mono Speaker N/A

RTC Built-in Built-in Built-in Built-in Built-in

Power Input Power 24±20%VDC 24±20%VDC 24±20%VDC 24±20%VDC 24±20%VDC

Power Isolation Built-in Built-in Built-in Built-in Built-in

Power Consumption 820mA@24VDC 850mA@24VDC 850mA@24VDC 1A@24VDC 1A@24VDC

Voltage Resistance 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.)

Isolation Resistance Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC

Vibration Endurance 10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

Specification PCB Coating Yes Yes Yes Yes Yes

Enclosure Plastic Plastic Plastic Plastic Plastic

Dimensions WxHxD 200.3 x 146.3 x 35.0 mm 200.3 x 146.3 x 35.0 mm 200.3 x 146.3 x 35.0 mm 260.6 x 203.1 x 44.5 mm 271 x 213 x 43 mm

Panel Cutout 192 x 138 mm 192 x 138 mm 192 x 138 mm 250 x 192 mm 260 x 202 mm

Weight Approx. 0.6 kg Approx. 0.6 kg Approx. 0.6 kg Approx. 1 kg Approx. 1.2 kg

Mount Panel mount Panel mount Panel mount Panel mount,  
VESA mount 75 x 75 mm

Panel mount,  
VESA mount 75 x 75 mm

Environment Protection Structure NEMA4 / IP66 Compliant Front Panel UL Type 4X (indoor use only) / NEMA4 / 
IP66 Compliant Front Panel

UL Type 4X (indoor use only) / NEMA4 / 
IP66 Compliant Front Panel

UL Type 4X (indoor use only) / NEMA4 / 
IP66 Compliant Front Panel NEMA4 / IP66 Compliant Front Panel

Storage Temperature -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F)

Operating Temperature 0° ~ 55° C (32° ~ 131° F) 0° ~ 55° C (32° ~ 131° F) 0° ~ 55° C (32° ~ 131° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F)

Relative Humidity 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing)

Certificate CE CE marked CE marked CE marked CE marked CE marked

UL cULus Listed cULus Listed cULus Listed

Software
EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)

EasyBuilder Pro  
Built-in EasyAccess 2.0 
CODESYS (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)



D
im

ensions

14

192mm [7.56"]

13
8m

m
 [5

.4
3"

]

cMT2078X
192mm [7.559"] W x 138mm [5.433"] H

35
m

m
 [1

.3
8"

]
7.

4m
m

 [0
.2

9"
]

189.6mm [7.46"]

13
5.

6m
m

 [5
.3

4"
]

200.3mm [7.89"]

14
6.

3m
m

 [5
.7

6"
]

Front View

Rear View

Bottom View

Cutout Dimensions

cMT2078X

44
.5

m
m

 [1
.7

5"
]

7.
9m

m
 [0

.3
1"

]
19

2m
m

 [7
.5

6"
]

250mm [9.84"]

cMT3092X
250mm [9.84"] W x 192mm [7.56"] H

R4m
m

 [R0.16"]
19

0.
2m

m
 [7

.4
9"

]

247.7mm [9.75"]

260.6mm [10.26"]

20
3.

1m
m

 [8
.0

0"
]

Front View

Rear View

Bottom View

Cutout Dimensions

cMT3092X

Dimensions

192mm [7.56"]

13
8m

m
 [5

.4
3"

]

cMT3072X/ cMT3072XH
192mm [7.559"] W x 138mm [5.433"] H

35
m

m
 [1

.3
8"

]
7.

4m
m

 [0
.2

9"
]

189.6mm [7.46"]

13
5.

6m
m

 [5
.3

4"
]

200.3mm [7.89"]

14
6.

3m
m

 [5
.7

6"
]

cMT3072XH

Front View

Rear View

Bottom View

Cutout Dimensions

192mm [7.56"]

13
8m

m
 [5

.4
3"

]

cMT3072X/ cMT3072XH
192mm [7.559"] W x 138mm [5.433"] H

35
m

m
 [1

.3
8"

]
7.

4m
m

 [0
.2

9"
]

189.6mm [7.46"]

13
5.

6m
m

 [5
.3

4"
]

200.3mm [7.89"]

14
6.

3m
m

 [5
.7

6"
]

Front View

Rear View

Bottom View

Cutout Dimensions

cMT3072X

271mm [10.67"]

21
3m

m
 [8

.3
8"

]
20

0.
6m

m
 [7

.9
0"

]

258.6mm [10.18"]

cMT2108X
260mm [10.24"] W x 202mm [7.95"] H

260mm [10.24"]

20
2m

m
 [7

.9
5"

]
36

.5
m

m
 [1

.4
4"

]
6.

5m
m

 [0
.2

6"
]

43
m

m
 [1

.6
9"

]

Front View

Rear View

Bottom View

Cutout Dimensions

cMT2108X



Specification

15

*cMT2158X/ cMT3152X/ cMT3161X/ cMT3162X: Only Tx & Rx (no RTS/CTS) may be used for COM1 RS-232 when COM3 RS-232 is also used. 
*cMT3152X/ cMT3161X/ cMT3162X: Supports multi-touch gestures. 
*cMT3162X: Supports vibrational feedback.

Specification
Model cMT2158X cMT3152X cMT3161X cMT3162X

Display Display 15” IPS 15” IPS 15.6” IPS 15.6” IPS

Resolution 1024 x 768 1024 x 768 1920 x 1080 1920 x 1080

Brightness (cd/ ㎡ )  400  400  300  300

Contrast Ratio 1000: 1 1000: 1 800: 1 800: 1

Backlight Type LED LED LED LED

Backlight Life Time >50,000 hrs. >50,000 hrs. >30,000 hrs. >30,000 hrs.

Colors 16.2M 16.2M 16.2M 16.2M

LCD Viewing Angle (T/B/L/R) 89/89/89/89 89/89/89/89 89/89/89/89 89/89/89/89

Pixel Pitch (mm) 0.297(H) x 0.297(V) 0.297(H) x 0.297(V) 0.17925(H) x 0.17925(V) 0.17925(H) x 0.17925(V)

Touch Panel Type 4-wire Resistive Type Tempered Glass, Capacitive Type* 
Hardness Scale 7H

Tempered Glass, Capacitive Type* 
Hardness Scale 7H

Tempered Glass, Capacitive Type* 
Hardness Scale 7H

Accuracy Active Area Length(X)±2%, Width(Y)±2% N/A N/A N/A

Memory Flash 4 GB 4 GB 4 GB 4 GB

RAM 1 GB 1 GB 1 GB 1 GB

Processor Quad-core 32-bit RISC 1.6GHz Quad-core 32-bit RISC 1.6GHz Quad-core 32-bit RISC 1.6GHz Quad-core 32-bit RISC 1.6GHz

I/O Port SD Card Slot SD/SDHC SD/SDHC N/A N/A

USB Host USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1

Ethernet LAN 1: 10/100/1000 Base-T x 1 
LAN 2: 10/100 Base-T x 1

LAN 1: 10/100/1000 Base-T x 1 
LAN 2: 10/100 Base-T x 1 10/100 Base-T x 1 LAN 1: 10/100/1000 Base-T x 1 

LAN 2: 10/100 Base-T x 1

Wi-Fi N/A N/A N/A N/A

COM Port

Con.A: COM1 RS-485 2W/4W,  
COM3 RS-485 2W 
Con.B: COM1 RS-232 4W, COM3 RS-232 2W* 
MPI is not supported.

Con.A: COM1 RS-485 2W/4W,  
COM3 RS-485 2W, CAN Bus 
Con.B: COM1 RS-232 4W, COM3 RS-232 2W*

Con.A: COM1 RS-485 2W/4W,  
COM3 RS-485 2W 
Con.B: COM1 RS-232 4W, COM3 RS-232 2W* 
MPI is not supported.

Con.A: COM1 RS-485 2W/4W,  
COM3 RS-485 2W, CAN Bus 
Con.B: COM1 RS-232 4W, COM3 RS-232 2W*

RS-485 Dual Isolation Yes Yes N/A N/A

CAN Bus N/A Yes N/A Yes

Audio Output Built-in Mono Speaker 
Audio Line Out - 3.5 mm jack x 1

Built-in Mono Speaker 
Audio Line Out - 3.5 mm jack x 1 Built-in Mono Speaker Built-in Mono Speaker

RTC Built-in Built-in Built-in Built-in

Power Input Power 24±20%VDC 24±20%VDC 24±20%VDC 24±20%VDC

Power Isolation Built-in Built-in Built-in Built-in

Power Consumption 1.3A@24VDC 1.3A@24VDC 1.3A@24VDC 1.3A@24VDC

Voltage Resistance 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.)

Isolation Resistance Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC

Vibration Endurance 10 to 25Hz (X, Y, Z direction 2G 30 minutes) 10 to 25Hz (X, Y, Z direction 2G 30 minutes) 10 to 25Hz (X, Y, Z direction 2G 30 minutes) 10 to 25Hz (X, Y, Z direction 2G 30 minutes)

Specification PCB Coating Yes Yes Yes Yes

Enclosure Aluminum Front bezel: Plastic, Rear Enclosure: Aluminum Front bezel: Plastic, Rear Enclosure: Aluminum Front bezel: Plastic, Rear Enclosure: Aluminum

Dimensions WxHxD 366 x 293 x 48.2mm 366 x 293 x 51.5 mm 400 x 263 x 27.6 mm 400 x 263 x 27.6 mm

Panel Cutout 352 x 279 mm 352 x 279 mm 384 x 247 mm 384 x 247 mm

Weight Approx. 2.6 kg Approx. 2.75 kg Approx. 1.6 kg Approx. 1.6 kg

Mount Panel mount, VESA mount 75 x 75 mm Panel mount, VESA mount 75 x 75 mm Panel mount, VESA mount 100 x 100 mm Panel mount, VESA mount 100 x 100 mm

Environment Protection Structure NEMA4 / IP66 Compliant Front Panel NEMA4 / IP66 Compliant Front Panel NEMA4 / IP66 Compliant Front Panel NEMA4 / IP66 Compliant Front Panel

Storage Temperature -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F)

Operating Temperature 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F)

Relative Humidity 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing)

Certificate CE CE marked CE marked CE marked CE marked

UL cULus Listed cULus Listed

Software
EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)

EasyBuilder Pro  
Built-in EasyAccess 2.0 
CODESYS (Optional)

EasyBuilder Pro 
EasyAccess 2.0 (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)
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Specification
Model cMT-CTRL01 cMT-G01 cMT-G02 cMT-G03 cMT-G04

Memory Flash 4 GB 256 MB 256 MB 256 MB 256 MB

RAM 512 MB 256 MB 256 MB 256 MB 256 MB

Data, Memory, Code 3 MB N/A N/A N/A N/A

Retain area 16 KB  
(every minute) (Kept after reboots) N/A N/A N/A N/A

Persistent area 16 KB  
(every minute) (Kept after downloads) N/A N/A N/A N/A

File system 8MB N/A N/A N/A N/A

Processor Dual-Core 32 bits RISC 1GHz 32-bit RISC 600MHz 32-bit RISC 600MHz 32-bit RISC 528MHz 32-bit RISC 528MHz

I/O Port SD Card Slot SD/SDHC N/A N/A N/A N/A

Ethernet Ethernet 1: 10/100/1000 Base-T x 1 
Ethernet 2: 10/100 Base-T x 1

LAN 1: 10/100/1000 Base-T x 1 
LAN 2: 10/100 Base-T x 1 10/100 Base-T x 1 10/100 Base-T x 1

LAN: 10/100 Base-T x 1 
SW1, SW2: 10/100 Base-T x 1  
(2 port Ethernet switch)

Wi-Fi N/A N/A

IEEE 802.11 b/g/n 
802.11b: max 15.88 dBm 
802.11g: max 11.92 dBm 
802.11n: max 11.28 dBm

N/A N/A

COM Port
COM1: RS-232 2W 
COM2: RS-485 2W/4W 
COM3: RS-485 2W

COM1: RS-232 2W 
COM2: RS-485 2W/4W 
COM3: RS-485 2W

COM1: RS-232 2W 
COM2: RS-485 2W/4W 
COM3: RS-485 2W

COM1: RS-232 2W, RS-485 2W/4W 
COM2: RS-232 2W, RS-485 2W/4W N/A

Local bus iBus N/A N/A N/A N/A

CODESYS Protocol Modbus TCP/IP Master, EtherCAT Master N/A N/A N/A N/A

RTC Built-in Built-in Built-in Built-in Built-in

Power Input Power 24±20%VDC 24±20%VDC 10.5~28VDC 10.5~28VDC 10.5~28VDC

Power Isolation Built-in Built-in Built-in Built-in Built-in

Current for Internal Bus Max 2A@5VDC N/A N/A N/A N/A

Current Consumption 550mA@5VDC N/A N/A N/A N/A

Power Consumption Nominal 310mA@24VDC 230mA@24VDC 230mA@12VDC；115mA@24VDC 300mA@12VDC；150mA@24VDC 270mA@12VDC；150mA@24VDC

Voltage Resistance 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.)

Isolation Resistance Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC

Vibration Endurance 10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

Specification PCB Coating Yes Yes Yes Yes Yes

Enclosure Plastic Plastic Plastic Plastic Plastic

Dimensions WxHxD 50 x 109 x 81 mm 27 x 109 x 81 mm 27 x 109 x 81 mm 27 x 109 x 81 mm 27 x 109 x 81 mm

Weight Approx. 0.24 kg Approx. 0.14 kg Approx. 0.14 kg Approx. 0.14 kg Approx. 0.14 kg

Mount 35 mm DIN rail mounting 35 mm DIN rail mounting 35 mm DIN rail mounting 35 mm DIN rail mounting 35 mm DIN rail mounting

Environment Protection Structure IP20 IP20 IP20 IP20 IP20

Storage Temperature -20° ~ 70° C (-4° ~ 158° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F)

Operating Temperature -10° ~ 50° C (14° ~122° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F)

Relative Humidity 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing)

Certificate CE CE marked CE marked CE marked CE marked CE marked

UL cULus Listed cULus Listed cULus Listed cULus Listed cULus Listed

Software
EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
Built-in CODESYS

EasyBuilder Pro  
EasyAccess 2.0 (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional)

EasyBuilder Pro  
EasyAccess 2.0 (Optional)
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*cMT-iM21: Protection Structure IP65 can be expected when waterproof gasket is properly installed.

Specification
Model cMT-SVR-100 cMT-SVR-102 cMT-SVR-200 cMT-SVR-202 cMT-FHDX-220 cMT-iM21

Display Display N/A N/A N/A 21.5” IPS
Resolution N/A N/A N/A Full HD 1920 x 1080

Brightness (cd/ ㎡ ) N/A N/A N/A  250
Contrast Ratio N/A N/A N/A 1000: 1
Backlight Type N/A N/A N/A LED

Backlight Life Time N/A N/A N/A >50,000 hrs.
Colors N/A N/A N/A 16.7M

LCD Viewing Angle (T/B/L/R) N/A N/A N/A 89/89/89/89
Pixel Pitch (mm) N/A N/A N/A 0.2479 (H) x 0.2479 (V)

Touch Panel Type N/A N/A N/A
Tempered Glass, Capacitive Type   
( Supports 2-Finger Gestures ) 
Hardness Scale 6H

Memory Flash 256 MB 256 MB 4 GB N/A
RAM 256 MB 256 MB 1 GB N/A

Processor 32-bit RISC 600MHz 32-bit RISC 600MHz Quad-core 32-bit RISC 1.6GHz N/A
I/O Port SD Card Slot SD/SDHC SD/SDHC N/A N/A

USB Host USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1 USB 2.0 x 1
USB Client N/A N/A N/A USB 2.0 x 1 (Micro USB)

Ethernet 10/100/1000 Base-T x 2 10/100/1000 Base-T x 1 LAN 1: 10/100/1000 Base-T x 1 
LAN 2: 10/100 Base-T x 1 N/A

Wi-Fi N/A

IEEE 802.11 b/g/n 
802.11b: max 18.01 dBm 
802.11g: max 11.02 dBm 
802.11n: max 12.20 dBm

N/A N/A

COM Port
COM1: RS-232 
COM2: RS-485 2W/4W 
COM3: RS-485 2W

COM1: RS-232 
COM2: RS-485 2W/4W 
COM3: RS-485 2W

COM1: RS-232 
COM2: RS-485 2W/4W 
COM3: RS-485 2W

N/A

HDMI N/A N/A Customizable (max. resolution 1920 x 1080) Yes ( Video Input )

Recommended Resolutions 
(Please use these recom-

mended  
screen resolutions to avoid  

compatibility issues.)

N/A N/A

720x480 
720x576 
800x600 
1024x768 
1280x720 
1366x768 
1920x1080

N/A

Audio Output N/A N/A HDMI Audio Output N/A
RTC Built-in Built-in Built-in N/A

Power Input Power 24±20%VDC 10.5~28VDC 24±20%VDC 24±20%VDC
Power Isolation Built-in Built-in Built-in Built-in

Power Consumption 230mA@24VDC 1000mA@12VDC；450mA@24VDC 850mA@24VDC 1.56A@24VDC
Voltage Resistance 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.)

Isolation Resistance Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC

Vibration Endurance 10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

10 to 25Hz  
(X, Y, Z direction 2G 30 minutes)

Specification PCB Coating Yes Yes Yes Yes
Enclosure Plastic Plastic Plastic Aluminum

Dimensions WxHxD 27 x 130 x 115 mm 27 x 130 x 115 mm 29.8 x 130 x 115 mm 546 x 354 x 56.2 mm
Panel Cutout N/A N/A N/A 532 x 340 mm

Weight Approx. 0.18 kg Approx. 0.18 kg Approx. 0.24 kg Approx. 4.9 kg
Mount 35 mm DIN rail mounting 35 mm DIN rail mounting 35 mm DIN rail mounting Panel mount, VESA mount 100 x 100 mm

Environment Protection Structure IP20 IP20 IP20 NEMA4 / IP65 Compliant Front Panel*
Storage Temperature -20° ~ 70° C (-4° ~ 158° F) -20° ~ 70° C (-4° ~ 158° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F)

Operating Temperature -20° ~ 55° C (-4° ~ 131° F) -10° ~ 55° C (14° ~ 131° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F)
Relative Humidity 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing)

Certificate CE CE marked CE marked CE marked CE marked
UL cULus Listed cULus Listed cULus Listed cULus Listed

Software EasyBuilder Pro  
EasyAccess 2.0 (Optional)

EasyBuilder Pro  
Built-in EasyAccess 2.0

EasyBuilder Pro  
EasyAccess 2.0 (Optional)

EasyBuilder Pro  
Built-in EasyAccess 2.0

EasyBuilder Pro  
EasyAccess 2.0 (Optional) 
CODESYS (Optional)

N/A
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*cMT-iPC10/ cMT-iPC15: License of Windows OS is excluded. 
*Intel Atom is a trademark of Intel Corporation or its subsidiaries in the U.S. and/or other countries.

Specification
Model cMT-iV6 cMT-iPC10 cMT-iPC15

Display Display 9.7” TFT 9.7” TFT 15” IPS

Resolution 1024 x 768 1024 x 768 1024 x 768

Brightness (cd/ ㎡ )  350  350  400

Contrast Ratio 500: 1 500: 1 1000: 1

Backlight Type LED LED LED

Backlight Life Time >30,000 hrs. >30,000 hrs. >50,000 hrs.

Colors 262K 262K 16.2M

LCD Viewing Angle (T/B/L/R) 60/70/70/70 60/70/70/70 89/89/89/89

Pixel Pitch (mm) 0.192 (H) x 0.192 (V) 0.129 (H) x 0.129 (V) 0.297(H) x 0.297(V)

Touch Panel Type 4-wire Resistive Type 4-wire Resistive Type 4-wire Resistive Type

Accuracy Active Area Length(X)±2%, Width(Y)±2% Active Area Length(X)±2%, Width(Y)±2% Active Area Length(X)±2%, Width(Y)±2%

Memory Flash 4 GB 64 GB (SSD) 64 GB (SSD)

RAM 1 GB 4 GB 4 GB

Processor 32-bit RISC 1GHz Intel Atom® E3827 processor Intel Atom® E3827 processor

I/O Port SD Card Slot SD/SDHC SD/SDHC/SDXC SD/SDHC/SDXC

USB Host N/A USB 2.0 x 2 / USB 3.0 x 1 USB 2.0 x 2 / USB 3.0 x 1

Ethernet 10/100/1000 Base-T x 1 10/100/1000 Base-T x 2 10/100/1000 Base-T x 2

Audio Output Built-in Mono Speaker Built-in Mono Speaker 
Audio Line Out - 3.5 mm jack x 1

Built-in Mono Speaker 
Audio Line Out - 3.5 mm jack x 1

RTC Built-in Built-in Built-in

Power Input Power 24±20%VDC 24±20%VDC 24±20%VDC

Power Isolation Built-in Built-in Built-in

Power Consumption 900mA@24VDC 1.5A@24VDC 2A@24VDC

Voltage Resistance 500VAC (1 min.) 500VAC (1 min.) 500VAC (1 min.)

Isolation Resistance Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC Exceed 50MΩ  @ 500VDC

Vibration Endurance 10 to 25Hz (X, Y, Z direction 2G 30 minutes) 10 to 25Hz (X, Y, Z direction 2G 30 minutes) 10 to 25Hz (X, Y, Z direction 2G 30 minutes)

Specification PCB Coating Yes Yes Yes

Enclosure Plastic Plastic Aluminum

Dimensions WxHxD 260.6 x 203.1 x 36.5 mm 260.6 x 203.1 x 44.5 mm 366 x 293 x 54.2 mm

Panel Cutout 250 x 192 mm 250 x 192 mm 352 x 279 mm

Weight Approx. 0.92 kg Approx. 1.1 kg Approx. 2.76 kg

Mount Panel mount, VESA mount 75 x 75 mm Panel mount, VESA mount 75 x 75 mm Panel mount, VESA mount 75 x 75 mm

Environment Protection Structure NEMA4 / IP65 Compliant Front Panel UL Type 4X (indoor use only) / NEMA4 / IP65 Compliant Front Panel UL Type 4X (indoor use only) / NEMA4 / IP65 Compliant Front Panel

Storage Temperature -20° ~ 60° C (-4° ~ 140° F) -20° ~ 60° C (-4° ~ 140° F) -20° ~ 70° C (-4° ~ 158° F)

Operating Temperature 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F) 0° ~ 50° C (32° ~ 122° F)

Relative Humidity 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing)

Certificate CE CE marked CE marked CE marked

UL cULus Listed cULus Listed

Software cMT Viewer *Windows® 7 / Windows® 8.1 / Windows® 10 IoT Enterprise 
(EasyLauncher + cMT Viewer)

*Windows® 7 / Windows® 8.1 / Windows® 10 IoT Enterprise 
(EasyLauncher + cMT Viewer)
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Communication Interface Specifications
Model iR-ETN iR-COP iR-ECAT

Expansion I/O module Number of Bus Terminals Depends on Power Consumption Depends on Power Consumption Depends on Power Consumption

Digital Input Point Max. 256 Max. 256 Max. 256

Digital Output Point Max. 128 Max. 128 Max. 128

Analog Input Channel Max. 64 Max. 64 Max. 64

Analog Output Channel Max. 64 Max. 64 Max. 64

Data Transfer Rate 10/100 Mbps 50k~1 Mbps 100 Mbps

Max. Number of TCP/IP Connections 8 Connections - -

Protocol Modbus TCP/IP Server, EtherNet/IP adapter CANopen Slave EtherCAT Slave

Isolation Network to Logic Isolation : Yes CAN bus Isolation  : Yes Network to Logic Isolation : Yes

Power Power Supply 24 VDC (-15%/+20%) 24 VDC (-15%/+20%) 24 VDC (-15%/+20%)

Power Dissipation Nominal 100mA@24VDC Nominal 100mA@24VDC Nominal 100mA ＠ 24VDC

Current for Internal Bus Max 2A@5VDC Max 2A@5VDC Max 2A@5VDC

Current Consumption 220mA@5VDC 170mA@5VDC 270mA@5VDC

Power Isolation Yes Yes Yes

Back-up Fuse ≤ 1.6A Self-recovery ≤ 1.6A Self-recovery ≤ 1.6A Self-recovery

Specification PCB Coating Yes Yes Yes

Enclosure Plastic Plastic Plastic

Dimensions WxHxD 27 x 109 x 81 mm 27 x 109 x 81 mm 27 x 109 x 81 mm

Weight Approx. 0.15 kg Approx. 0.15 kg Approx. 0.15 kg

Mount 35mm DIN rail mounting 35mm DIN rail mounting 35mm DIN rail mounting

Environment Protection Structure IP20 IP20 IP20

Storage Temperature -20° ~ 70° C (-4° ~ 158° F) -20° ~ 70° C (-4° ~ 158° F) -20° ~ 70° C (-4° ~ 158° F)

Operating Temperature 0° ~ 55° C (32° ~ 131° F) 0° ~ 55° C (32° ~ 131° F) 0° ~ 55° C (32° ~ 131° F)

Relative Humidity 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing) 10% ~ 90% (non-condensing)

Certification EMC Immunity Conforms to 
EN 55032: 2012+AC: 2013, Class A 
EN 61000-6-4: 2007+A1:2011 
EN 55024: 2010+A1: 2015 
EN 61000-6-2:2005

Conforms to 
EN 55032: 2012+AC: 2013, Class A 
EN 61000-6-4: 2007+A1:2011 
EN 55024: 2010+A1: 2015 
EN 61000-6-2:2005

Conforms to  
EN 55032: 2012+AC: 2013, Class A 
EN 61000-6-4: 2007+A1:2011 
EN 55024: 2010+A1: 2015 
EN 61000-6-2:2005 

UL cULus Listed cULus Listed cULus Listed
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Digital Input/Output Specifications

Analog Input/Output Specifications

Model iR-DI16-K iR-DM16-P iR-DM16-N iR-DQ16-P iR-DQ16-N iR-DQ08-R
Input Logic Sink or Source Sink or Source Sink or Source N/A N/A N/A

Number of Inputs  16  8 8 0 0 0

Output Logic N/A Source Sink Source Sink Relay

Number of Outputs 0  8 8 16 16 8

Current Consumption 83mA@5VDC 130mA@5VDC 130mA@5VDC 196mA@5VDC 205mA@5VDC 220mA@5VDC

HIGH Level Input Voltage 15~28VDC 15~28VDC 15~28VDC N/A N/A N/A

LOW Level Input Voltage 0~5 VDC 0~5 VDC 0~5 VDC N/A N/A N/A

Output Voltage N/A 11~28VDC 11~28VDC 11~28VDC 11~28VDC 250VAC/ 30VDC

Output Current N/A 0.5A per channel (Max 4A) 0.5A per channel (Max 4A) 0.5A per channel (Max 4A) 0.5A per channel (Max 4A) 2A per channel (Max 8A)

Isolation Optocoupler Isolation Optocoupler Isolation Optocoupler Isolation Optocoupler Isolation Optocoupler Isolation Relay Isolation

Specification Enclosure Plastic
Dimensions WxHxD 27 x 109 x 81 mm

Weight Approx. 0.12 kg Approx. 0.13 kg
Mount 35mm DIN rail mounting

Environment Protection Structure IP20
Storage Temperature -20° ~ 70° C (-4° ~ 158° F)

Operating Temperature 0° ~ 55° C (32° ~ 131° F)
Relative Humidity 10% ~ 90% (non-condensing)

Connection Cross-section AWG 28-16 AWG 24-16

Certification EMC Immunity Conforms to 
EN 55032: 2012+AC: 2013, Class A; EN 61000-6-4: 2007+A1:2011; EN 55024: 2010+A1: 2015; EN 61000-6-2:2005

UL cULus Listed

Model iR-AI04-VI iR-AM06-VI iR-AQ04-VI
Number of Analog Inputs 4 (±10V/ ±20mA) 4 (±10V/ ±20mA) 0

Number of Analog outputs 0 2 (±10V/ ±20mA) 4 (±10V/ ±20mA)

Current Consumption 70mA@5VDC 70mA@5VDC 65mA@5VDC

Analog Power Supply 24 VDC(20.4 VDC~28.8 VDC) (-15%~+20%) 24 VDC(20.4 VDC~28.8 VDC) (-15%~+20%) 24 VDC(20.4 VDC~28.8 VDC) (-15%~+20%)

Specification PCB Coating Yes

Enclosure Plastic

Dimensions WxHxD 27 x 109 x 81 mm

Weight Approx. 0.12 kg

Mount 35mm DIN rail mounting

Environment Protection Structure IP20

Storage Temperature -20° ~ 70° C (-4° ~ 158° F)

Operating Temperature 0° ~ 55° C (32° ~ 131° F)

Relative Humidity 10% ~ 90% (non-condensing)

Connection Cross-section AWG 28-16 AWG 24-16

Certification EMC Immunity Conforms to 
EN 55032: 2012+AC: 2013, Class A; EN 61000-6-4: 2007+A1:2011; EN 55024: 2010+A1: 2015; EN 61000-6-2:2005

UL cULus Listed
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Model iR-AI04-TR
Number of Input Channels 4 (RTD/Thermocouple)

Current Consumption 65mA@5VDC

Analog Power Supply 24 VDC(20.4 VDC~28.8 VDC) (-15%~+20%)

Specification PCB Coating Yes
Enclosure Plastic

Dimensions WxHxD 27 x 109 x 81 mm
Weight Approx. 0.12 kg
Mount 35mm DIN rail mounting

Environment Protection Structure IP20
Storage Temperature -20° ~ 70° C (-4° ~ 158° F)

Operating Temperature 0° ~ 55° C (32° ~ 131° F)
Relative Humidity 10% ~ 90% (non-condensing)

Connection Cross-section AWG 28-16

Certification EMC Immunity Conforms to 
EN 55032: 2012+AC: 2013, Class A; EN 61000-6-4: 2007+A1:2011; EN 55024: 2010+A1: 2015; EN 61000-6-2:2005

UL cULus Listed

Temperature Specifications

Motion Control Specifications
Model iR-PU01-P

Digital input/ output Differential input/ output

Input Logic Sink Input Differential Input

Number of Inputs 4 3 (A/B/Z phase )

Output Logic Source Output Differential Output

Number of Outputs 4 2(A/B phase )

HIGH Level Input Voltage 15~28 VDC -

LOW Level Input Voltage 0~5 VDC -

Input current 24 VDC, 5 mA Meets the Requirements of ANSI  Standards TIA/EIA-485-A

Input Impedance 3 KΩ -

Indicators Red LED Input State

Output Voltage 24VDC Meets the Requirements of ANSI  Standards TIA/EIA-485-A

Output Current 50 mA

Maximum input frequency 200KHz 2MHz

Maximum Output frequency 40KHz 2MHz

Specification Number of Axis 1- Axis
PCB Coating Yes

Enclosure Plastic
Dimensions WxHxD 27 x 109 x 81 mm

Weight Approx. 0.12 kg
Mount 35mm DIN rail mounting

Environment Protection Structure IP20
Storage Temperature -20° ~ 70° C (-4° ~ 158° F)

Operating Temperature 0° ~ 55° C (32° ~ 131° F)
Relative Humidity 10% ~ 90% (non-condensing)

Connection Cross-section AWG 28-16

Certification EMC Immunity Conforms to 
EN 55032: 2012+AC: 2013, Class A; EN 61000-6-4: 2007+A1:2011; EN 55024: 2010+A1: 2015; EN 61000-6-2:2005

UL cULus Listed
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The Product's colors printed in this brochure may differ from those of the actual product.
All information contained in this brochure is subject to change without notice.

Other company names and product names in this document are the trademarks or registered trademarks of their respective companies.

Quick Feature Comparison

cMT2078X cMT3072X 
cMT3072XH cMT3092X cMT2108X cMT2158X cMT3152X cMT3161X cMT3162X cMT-FHDX-220 cMT-SVR-100 

cMT-SVR-200

Gateway 
 cMT-G01 / cMT-G02 
 cMT-G03 / cMT-G04

cMT-CTRL01

Audio Output ● ● ● ● ● via HDMI

Wi-Fi cMT-SVR-200 cMT-G02

CAN Bus ● ● ● ●

Siemens MPI cMT3072XH ● ● ● ● ● ● ●

Vibration Feedback ●

Touch Gesture ● ● ●

3G/4G Dongle ● ● ● ● ● ● ● ● ● ●

cMT Viewer ● ● ● ● ● ● ● ● ● ●

EasyWeb 2.0 ● ● ● ● ● ● ● ● ●

WebView ● ● ● ● ● ● ● ● ●

VNC Server ● ● ● ● ● ● ● ● ●

Barcode Scanner (Android) ● ● ● ● ● ●

Event Bar Chart ● ● ● ● ● ●

IP Camera/Media Player ● ● ● ● ● ● ● ● ●

Picture View 
File Browser 
PDF Reader

● ● ● ● ● ● ● ● ●

PLC Web Browser ● ● ● ●

Energy Demand ● ● ● ● ● ●

MQTT ● ● ● ● ● ● ● ● ● ● ● ●

OPC UA Client ● ● ● ● ● ● ● ● ● ● ● ●

OPC UA Server ● ● ● ● Optional Optional ● ●

Database Server ● ● ● ● ● ● ● ●

SQL Query ● ● ● ● ● ●     ● *     ● *

CODESYS Optional Optional Optional Optional Optional Optional Optional Optional ●

EasyAccess 2.0 Optional Optional Built-in License Optional Optional Built-in License Optional Optional Optional

cMT-SVR-100 
cMT-SVR-200 

Optional 
 

cMT-SVR-102 
cMT-SVR-202 

Built-in License

Optional Optional

Standard Model  Advanced Model

*Applicable software version: EasyBuilder Pro V6.05.02 or later.
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Address: 9F., No.910, Zhongzheng Rd., 

Zhonghe Dist., New Taipei City 23586, Taiwan

Tel: +886-2-22286770

Fax: +886-2-22286771

Website: www.weintek.com 

Sales: salesmail@weintek.com

Product Support: servicemail@weintek.com

Contato:

Fone: (51) 3076-7800

Endereço: Av. Pernambuco 2623 / 101. Porto Alegre, RS

Website: www.tecnolog.ind.br

Vendas: vendas@tecnolog.ind.br

Suporte: (51) 3076-7800

Nós a Weintek Labs., Inc., desde nossa fundação em outubro de 1995, temos nos comprometido em ser um fabricante e designer de ponta para 

suporte especializado global.

Nossa missão é prover aos nossos clientes produtos de alta qualidade e serviço superior assim como compartilhar os frutos do bom trabalho em 

equipe de todos nossos colaboradores, através dos quais estamos aptos a atingir o objetivo de estabelecer uma reputação global como uma marca 

de liderança na indústria e garantindo a sustentabilidade da operação e do desenvolvimento da empresa.

Contact

Weintek

WEINTEK and the WEINTEK logos are trademarks or registered trademarks of Weintek Labs., Inc. in many countries.

© 2018 All rights reserved by Weintek Labs., Inc.


